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temperature rating by the manufac-
turer consistent with that operating 
temperature; or 

(2) Above the following applicable 
temperatures: 

(i) For thermoplastic pipe, the tem-
perature at which the long-term hydro-
static strength used in the design for-
mula under § 192.121 is determined. 
However, if the pipe was manufactured 
before May 18, 1978 and its long-term 
hydrostatic strength was determined 
at 73°F (23°C), it may be used at tem-
peratures up to 100°F (38°C). 

(ii) For reinforced thermosetting 
plastic pipe, 150°F (66°C). 

(c) The wall thickness for thermo-
plastic pipe may not be less than 0.062 
inches (1.57 millimeters). 

(d) The wall thickness for reinforced 
thermosetting plastic pipe may not be 
less than that listed in the following 
table:

Nominal size in inches (millimeters). 

Minimum 
wall thick-

ness inches 
(millime-

ters). 

2 (51) ................................................................. 0.060 (1.52) 
3 (76) ................................................................. 0.060 (1.52) 
4 (102) ............................................................... 0.070 (1.78) 
6 (152) ............................................................... 0.100 (2.54) 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–31, 43 FR 13883, Apr. 3, 1978; Amdt. 
192–78, 61 FR 28783, June 6, 1996; Amdt. 192–85, 
63 FR 37502, July 13, 1998]

§ 192.125 Design of copper pipe. 
(a) Copper pipe used in mains must 

have a minimum wall thickness of 0.065 
inches (1.65 millimeters) and must be 
hard drawn. 

(b) Copper pipe used in service lines 
must have wall thickness not less than 
that indicated in the following table:

Standard 
size inch 

(millimeter) 

Nominal 
O.D. inch 

(millimeter) 

Wall thickness inch (milli-
meter) 

Nominal Tolerance 

1⁄2 (13) .625 (16) .040 (1.06) .0035 (.0889) 
5⁄8 (16) .750 (19) .042 (1.07) .0035 (.0889) 
3⁄4 (19) .875 (22) .045 (1.14) .004 (.102) 
1 (25) 1.125 (29) .050 (1.27) .004 (.102) 

11⁄4 (32) 1.375 (35) .055 (1.40) .0045 (.1143) 
11⁄2 (38) 1.625 (41) .060 (1.52) .0045 (.1143) 

(c) Copper pipe used in mains and 
service lines may not be used at pres-
sures in excess of 100 p.s.i. (689 kPa) 
gage. 

(d) Copper pipe that does not have an 
internal corrosion resistant lining may 
not be used to carry gas that has an av-
erage hydrogen sulfide content of more 
than 0.3 grains/100 ft3 (6.9/m3) under 
standard conditions. Standard condi-
tions refers to 60°F and 14.7 psia (15.6°C 
and one atmosphere) of gas. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–62, 54 FR 5628, Feb. 6, 1989; Amdt. 
192–85, 63 FR 37502, July 13, 1998]

Subpart D—Design of Pipeline 
Components

§ 192.141 Scope. 
This subpart prescribes minimum re-

quirements for the design and installa-
tion of pipeline components and facili-
ties. In addition, it prescribes require-
ments relating to protection against 
accidental overpressuring.

§ 192.143 General requirements. 
Each component of a pipeline must 

be able to withstand operating pres-
sures and other anticipated loadings 
without impairment of its service-
ability with unit stresses equivalent to 
those allowed for comparable material 
in pipe in the same location and kind 
of service. However, if design based 
upon unit stresses is impractical for a 
particular component, design may be 
based upon a pressure rating estab-
lished by the manufacturer by pressure 
testing that component or a prototype 
of the component. 

[Amdt. 48, 49 FR 19824, May 10, 1984]

§ 192.144 Qualifying metallic compo-
nents. 

Notwithstanding any requirement of 
this subpart which incorporates by ref-
erence an edition of a document listed 
in appendix A of this part, a metallic 
component manufactured in accord-
ance with any other edition of that 
document is qualified for use under 
this part if— 

(a) It can be shown through visual in-
spection of the cleaned component that 
no defect exists which might impair 
the strength or tightness of the compo-
nent; and 

(b) The edition of the document 
under which the component was manu-
factured has equal or more stringent 
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requirements for the following as an 
edition of that document currently or 
previously listed in appendix A: 

(1) Pressure testing; 
(2) Materials; and 
(3) Pressure and temperature ratings. 

[Amdt. 192–45, 48 FR 30639, July 5, 1983]

§ 192.145 Valves. 
(a) Except for cast iron and plastic 

valves, each valve must meet the min-
imum requirements, or equivalent, of 
API 6D. A valve may not be used under 
operating conditions that exceed the 
applicable pressure-temperature rat-
ings contained in those requirements. 

(b) Each cast iron and plastic valve 
must comply with the following: 

(1) The valve must have a maximum 
service pressure rating for tempera-
tures that equal or exceed the max-
imum service temperature. 

(2) The valve must be tested as part 
of the manufacturing, as follows: 

(i) With the valve in the fully open 
position, the shell must be tested with 
no leakage to a pressure at least 1.5 
times the maximum service rating. 

(ii) After the shell test, the seat must 
be tested to a pressure not less than 1.5 
times the maximum service pressure 
rating. Except for swing check valves, 
test pressure during the seat test must 
be applied successively on each side of 
the closed valve with the opposite side 
open. No visible leakage is permitted. 

(iii) After the last pressure test is 
completed, the valve must be operated 
through its full travel to demonstrate 
freedom from interference. 

(c) Each valve must be able to meet 
the anticipated operating conditions. 

(d) No valve having shell components 
made of ductile iron may be used at 
pressures exceeding 80 percent of the 
pressure ratings for comparable steel 
valves at their listed temperature. 
However, a valve having shell compo-
nents made of ductile iron may be used 
at pressures up to 80 percent of the 
pressure ratings for comparable steel 
valves at their listed temperature, if: 

(1) The temperature-adjusted service 
pressure does not exceed 1,000 p.s.i. (7 
Mpa) gage; and 

(2) Welding is not used on any ductile 
iron component in the fabrication of 
the valve shells or their assembly. 

(e) No valve having pressure con-
taining parts made of ductile iron may 
be used in the gas pipe components of 
compressor stations. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–62, 54 FR 5628, Feb. 6, 1989; Amdt. 
192–85, 63 FR 37502, July 13, 1998]

§ 192.147 Flanges and flange acces-
sories. 

(a) Each flange or flange accessory 
(other than cast iron) must meet the 
minimum requirements of ASME/ANSI 
B16.5, MSS SP–44, or the equivalent. 

(b) Each flange assembly must be 
able to withstand the maximum pres-
sure at which the pipeline is to be oper-
ated and to maintain its physical and 
chemical properties at any tempera-
ture to which it is anticipated that it 
might be subjected in service. 

(c) Each flange on a flanged joint in 
cast iron pipe must conform in dimen-
sions, drilling, face and gasket design 
to ASME/ANSI B16.1 and be cast inte-
grally with the pipe, valve, or fitting. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–62, 54 FR 5628, Feb. 6, 1989; 58 FR 
14521, Mar. 18, 1993]

§ 192.149 Standard fittings. 
(a) The minimum metal thickness of 

threaded fittings may not be less than 
specified for the pressures and tem-
peratures in the applicable standards 
referenced in this part, or their equiva-
lent. 

(b) Each steel butt-welding fitting 
must have pressure and temperature 
ratings based on stresses for pipe of the 
same or equivalent material. The ac-
tual bursting strength of the fitting 
must at least equal the computed 
bursting strength of pipe of the des-
ignated material and wall thickness, as 
determined by a prototype that was 
tested to at least the pressure required 
for the pipeline to which it is being 
added.

§ 192.150 Passage of internal inspec-
tion devices. 

(a) Except as provided in paragraphs 
(b) and (c) of this section, each new 
transmission line and each line section 
of a transmission line where the line 
pipe, valve, fitting, or other line com-
ponent is replaced must be designed 
and constructed to accommodate the 

VerDate 0ct<09>2002 10:01 Oct 22, 2002 Jkt 197202 PO 00000 Frm 00040 Fmt 8010 Sfmt 8010 Y:\SGML\197202T.XXX 197202T


